haupa

HAUPA

Factory certificate

Remscheid, 04.07.2012

product: insulated screw driver

product range: working under tension

art.-no.: see enclosed list

colour: red/black

material: PP/TPE

testing: DIN EN 60900 (VDE 0682 part 201):2005-01
EN 60900 :2004

voltage : AC 1000 Volt; DC 1.500 Volt

test voltage: 10.000 Volt

certificate: VDE Testing and Certification Institute

No. 40018188

HAUPA GmbH & Co.KG
Product management
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HAUPA GmbH & Co.KG, Konigstr. 165-169, 42853 Remscheid, Germany



Article list

101910 2-K / VDE-Screwdriver 2,5x75
101912 2-K / VDE-Screwdriver 3,0x100
101914 2-K / VDE-Screwdriver 3,5x100
101916 2K-VDE-Screwdriver 4 x 100
101918 2K-VDE-Screwdriver 5,5 x 125
101920 2K-VDE-Screwdriver 6,5 x 150
101922 2K-VDE-Screwdriver 8 x 175
101924 2-K / VDE-Screwdriver 10x200
101940 2-K / VDE-Screwdriver PHO
101942 2K-VDE-Screwdriver PH1
101944 2K-VDE-Screwdriver PH2
101946 2-K / VDE-Screwdriver PH3
101950 2-K / VDE-Screwdriver PZ O
101952 2-K / VDE-Screwdriver PZ 1
101954 2-K / VDE-Screwdriver PZ 2
101956 2-K / VDE-Screwdriver PZ3
101999 2-K / VDE-Screwdriver set PH
101999/PZ |2-K / VDE-Screwdriver set PZ
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