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Sirios

Accessories Sirios wall mount base for fast installation
Order code Description
0O-S-WB Wall mounting base
O-S-RB Recessed base
O-S-IP Weatherproof base 8
171-000-032 Vertical metal base (O-MP41) mm _
171-000-035 Horizontal metal base (0-PU41) =it R !
0O-S-LGD100 Exit sign Left ISO format
0O-S-LGD200 Exit sign Right ISO format
O-S-LGD300 Exit sign Down ISO format
0-S-WB

Model Height (m) Distance for 1 Lux Distance for 0,5 Lux

0-S8 — —
02,60 03,02 08,86 02,21 06,20 04,93 11,175 03,60 07,71

02,80 02,94 08,76 02,19 06,26 04,88 11,48 03,63 08,00

03,00 02,83 08,67 02,13 06,34 04,83 11,78 03,67 08,26

03,20 02,67 08,68 02,06 06,40 04,84 12,04 03,70 08,43

03,50 02,33 08,68 01,92 06,32 04,84 12,37 03,66 08,64

04,00 01,49 08,26 01,50 06,16 04,63 12,23 03,58 08,88

Model Height (m) Distance for 1 Lux Distance for 0,5 Lux

0-S24 — —

02,60 04,65 11,68 03,59 08,83 06,34 13,41 04,91 10,66

02,80 04,77 11,90 03,72 09,14 06,45 13,86 05,07 10,99

03,00 04,88 12,25 03,80 09,42 06,62 14,49 05,21 11,28

03,20 04,97 12,56 03,85 09,67 06,78 15,08 05,33 11,64

03,50 05,09 12,89 03,94 10,00 06,95 15,72 05,50 12,12

04,00 05,23 13,53 04,01 10,58 07,26 16,85 05,79 12,90

Model Height (m) Distance for 1 Lux Distance for 0,5 Lux

0-S8U-PLUS — —

02,60 05,58 13,55 03,91 09,46 07,27 15,82 05,23 11,31

02,80 05,74 13,86 04,00 09,82 07,43 16,26 05,41 11,79

03,00 05,89 14,49 04,13 10,15 07,74 16,94 05,57 12,30

03,20 06,04 15,00 04,25 10,44 08,00 17,58 05,72 12,56

03,50 06,26 15,50 04,32 10,78 08,25 18,33 05,89 13,17

04,00 06,30 16,40 04,49 11,43 08,70 19,80 06,21 13,86
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