
TECHNICAL DATADASAR 215
outdoor inground fitting, QPAR111, IP67, square,
stainless steel 316, max. 75W

DASAR ES111 inground light is the accessible high-volta-
ge inground light from SLV that impresses with its stainless
steel screen and glass cover in a partial satin finish. Its IP
67 protection class makes it ideal for outdoor use. The ro-
tatable and pivoting GU10 fitting allows flexible alignment
of the light cone. Then there is the high-quality housing
made of 316 stainless steel and glass. Experience the out-
door lights in action and convince yourself of an all-round
successful lighting experience.

Item no.: 229234

Socket GU10

Lamp QPAR111

Number of sockets 1

Lamps included No

Primary nominal voltage 220-240V ~50/60Hz mA/V

Length 21.5 cm

Width 21.5 cm

Depth 16 cm

Installation diameter 20 cm

Installation depth 18 cm

Net weight 3.273 kg

Gross weight 3.912 kg

IP Code IP 67

Safety class I

Impact resistance class IK08

Impact resistance 5 Joule

Assembly Recessed

Assembly details Ground

Wattage 75 W

Color stainless steel

Mechanical loading 2 t
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BIG WHITE Page 722

Recommended lamp

1005282 QPAR111 GU10 , silver
LED light, 12.5W 4000K
CRI90 30°

1005283 QPAR111 GU10 , silver
LED light, 12.5W 4000K
CRI90 60°
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