
1500mm x 1

Except Tpa

x 2

 RC132V G4 LED36S/840 PSU W60L60 NOC 

 RC132V G4 LED34S/830 PSU W60L60 NOC 

 RC132V G4 LED43S/840 PSU W60L60 NOC 

 RC133V G4 LED36S/840 PSU W62L62 NOC 

 RC133V G4 LED34S/830 PSU W62L62 NOC 

 RC132V G4 LED36S/840 PSU W30L120 NOC 

 RC132V G4 LED36S/840 PSU W60L60 OC 

 RC132V G4 LED34S/830 PSU W60L60 OC 

 RC133V G4 LED36S/840 PSU W62L62 OC 

 RC132V G4 LED36S/840 PSU W30L120 OC 

 RC132V G4 LED36S/840 PSD W60L60 OC 

 RC132V G4 LED34S/830 PSD W60L60 OC 

 RC132V G4 LED43S/840 PSD W60L60 OC 

 RC133V G4 LED36S/840 PSD W62L62 OC 

 RC133V G4 LED34S/830 PSD W62L62 OC 

 RC133V G4 LED43S/840 PSD W62L62 OC 

 RC132V G4 LED36S/840 PSD W30L120 OC 

 RC132V G4 LED34S/830 PSD W30L120 OC 

 RC132V G4 LED36/840 PSU W60L60 OC TP(a) 

RC132V G4LED34_43S/830_840 PSU W60L60 OC

RC133V G4LED34_43S/830_840 PSU W62L62 OC

RC132V G4LED34_43S/830_840 PSUW30L120 OC 
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PSU/ InterAct PSD

MultiColour/Lumen

2019
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MultiColour/Lumen

MultiColour/LumenPSD PSD

PSU/ InterAct PSU/ InterAct
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8x

911401892280 RC132Z SME-3 WH 
911401892380 RC132Z SME-4 WH 

910930031018 RC132Z SMB W60L60
910930031118 RC133Z SMB W62L62
910930031218 RC132Z SMB W30L120
 

911401892180
RC132Z SMB-PLC

PSU/InterAct and MultiColour/Lumen

Quick-connectors

PSD
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        2x       

        2x       

4x

4x

60227 IEC52
2 x 0.75-1.5 mm²
Ø 6-9mm

60227 IEC52
2 x 0.75-1.5 mm²
Ø 6-9mm

①

①

②

②

④

③

③



580 580

607 607

1180 280

ST3.5*6.5
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Optional with
911401892180 RC132Z SMB-PLC

2x



911401892280
RC132Z SME-3 WH 

PSU and MultiColour/Lumen

1a
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3 4 5

2 mtr.

CLICK

1

2

CLICK

Max.
Ø5mm

A

52DC

B

4x

A B C D

60227 IEC52
2 x 0.75-1.5 mm²
Ø 6-9mm

Optional with
911401892280 RC132Z SME-3 WH/911401892380 RC132Z SME-4 WH

Optional with
910930031018 RC132Z SMB W60L60/910930031118 RC133Z SMB W62L62/910930031218 RC132Z SMB W30L120)

639 639



1b

3 6

4 5

2

911401892380
RC132Z SME-4 WH 

DA+

DA-

2
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DA+

DA-

60227 IEC52
4 x 0.75-1.5 mm²
Ø 6-9mm

60227 IEC52
4 x 0.75-1.5 mm²

Ø 6-9mm

3x
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Luminaire must not be used or stored in corrosive environment where hazardous materials such as Sulphur,Chlorine, Phthalates, etc, are present.

Luminaires not suitable for covering with thermally insulating material.
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35W
MultiColour/Lumen
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Multi/Colour Lumen

3600lm @4000K
Default settings 

3400lm @3000K

4300lm @4000K

4000lm @3000K


