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¼ DANGER 
Risk of death from electric shock.
All work on the device should only be carried out 
by trained and skilled electricians. Observe the 
country-specific regulations.

¼ DANGER 
Risk of death from electric shock.
The outputs may carry an electrical current even 
when the device is switched off. Always discon-
nect the fuse in the incoming circuit from the sup-
ply before working on connected loads.

With the Universal rotary dimmer insert for capacitive 
and inductive loads (referred to below as the dimmer), 
you can switch and dim ohmic, capacitive or inductive 
loads such as:
• Incandescent lamps and 230 V halogen lamps,
• Low-voltage halogen lamps with dimmable, inductive 

transformers,
• Low-voltage halogen lamps with dimmable, electronic 

transformers.
The dimmer detects the type of load connected automat-
ically. 

½ CAUTION The device or the load can become 
damaged!
• Always operate the device with the specified 

minimum load. 
• Protect the circuit with 10 A if further loads are 

to be looped on the X terminal of the device.
• Never connect capacitive and inductive loads 

at the same time.
• Only connect dimmable transformers.

| The maximum allowed load is reduced due to the 
decreased heat dissipation when the device is 
not installed into a single standard flush-mounted 
mounting box as shown below:

* If several factors apply, add the load reductions 
together

Universal rotary dimmer insert
Operating instructions

Art. no. SBD420RCRL, SBD600RCRL

For your safety

Rotary dimmer insert – introduction

Installing the dimmer

Load 
reduc-
tion by

Mounted 
in cavity 
walls *

Several in-
stalled to-
gether in 

combination *

In 1-gang or 
2-gang sur-
face- mount-
ed housing

in 3-gang 
surface-
mounted 
housing

25 % x x
30 % x
50 % x

en 1 Wire the dimmer for the desired application.

2 Install the dimmer.

Set the minimum brightness and maximum bright-
ness of the lamps.

| The connected lamps should glow with a mini-
mum brightness when the dimmer is switched-on 
and when the rotary switch has been dimmed 
down. 
Set the values for the background brightness and 
the maximum brightness before installing the co-
vers.

1 Press the rotary knob: the dimmer is switched-on.
2 Turn the rotary knob anti-clockwise: the dimmer 

dims down to the preset minimum value (= back-
ground brightness).

3 Push in the micro button (MAX/MIN) with a suitable 
tool (e.g. a screwdriver). After 2 s, the dimmer dims 
down to the absolute minimum value.

4 Keep the micro button pressed and move the rotary 
knob clockwise: the minimum value is changed. 

5 Release the micro button as soon as the desired 
background brightness has been reached: the new 
minimum value is stored.

| Modifying the maximum brightness works the 
same way.

Mounting the covers and the knob
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2 Sec.

A Press the rotary knob: the connected lamps are 
switched-on or off.

B Turn the rotary knob either clockwise or anti-clock-
wise: the connected lamps are dimmed brighter or 
darker.

½ CAUTION
The device may become damaged!
If there is an overload due to the fact that the op-
erating temperature is too high, it will not be pos-
sible to switch on again the dimmer and it must be 
replaced.

The connected lamp doesn't switch on
1 Reduce the connected load.

The dimmer dims down by itself
1 Switch off the dimmer and allow to cool down.
2 Reduce the connected load.

If you have any technical questions, please contact the 
main customer advisory service for your country.
www.schneider-electric.com: => "Select your country"

Operating the dimmer

What should I do if there is a problem?

Technical data
Mains voltage: AC 230 V, 50 Hz
Nominal load:
SBD420RCRL 20 - 420 W
SBD600RCRL 20 - 600 W
Minimum load: 20 W
Load type: Either ohmic / capacitive or 

ohmic / inductive load
Short-circuit protection: Electronic
Surge protection: Electronic
Operating temperature: +5°C to +35°C

Schneider Electric Industries SAS

25-600 VA 230 V ~

50 Hz

T2.5H

25-600 VA 230 V ~

50 Hz

T2.5H

A

B



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (ECI-RGB.icc)
  /CalCMYKProfile (ISO Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 250
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.16667
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.90
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 250
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.16667
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.90
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 600
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames false
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks true
      /AddColorBars true
      /AddCropMarks true
      /AddPageInfo true
      /AddRegMarks true
      /BleedOffset [
        8.503940
        8.503940
        8.503940
        8.503940
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions false
        /ConvertStrokesToOutlines false
        /ConvertTextToOutlines false
        /GradientResolution 300
        /LineArtTextResolution 2400
        /PresetName <FEFF0031003000300025002000560065006B0074006F007200200032003400300030007000700069>
        /PresetSelector /UseName
        /RasterVectorBalance 1
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.125000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [14400.000 14400.000]
>> setpagedevice


