Product data sheet
Characteristics

TM3SACSRG

safety module, Modicon TM3, 1 function, Cat 3
PL d, SIL CL2, spring, 24V DC

PapildinoSs

Galvena
Produktu klasts Modicon TM3 drosiba
Produkta vai Drosibas modulis

sastavdalas veids

lerices Tsais nosaukums TM3SAC

DroSibas modula Avarijas apturé$anai un slédzu uzraudzibai
lietojumprogramma

Modula funkcija Avarijas apturéSanas uzraudzibas 1-kanala
elektroinstalacija
Avarijas apturéSanas uzraudzibas 2-kanalu
elektroinstalacija
Parvietojama aizsarga uzraudziba ar 2 slédziem un
automatisko palaisanu

DroSibas limenis Var sasniegt PL d/3. kategoriju atbilst
1SO&nbsp;13849-1 : 2008. gads
Var sasniegt PL d/3. kategoriju atbilst
1SO&nbsp;13849-2 : 2012. gads
Var sasniegt SILCL 2 atbilst IEC&nbsp;62061 :
2005. gads
Var sasniegt SIL 2 atbilst IEC 61508 : 2010

Drosibas uzticamibas dati

DC =95 % atbilst ISO&nbsp;13849-1

SFF =95 % atbilst IEC 61508-1

HFT = 1 atbilst IEC 61508-1

Tips = A atbilst IEC 61508-1

PFHd = 5E-9 1/h atbilst IEC 61508-1

PFHd = 30E-9 1/h atbilst IEC 61508-1
MTTFd = 500 gadi atbilst ISO&nbsp;13849-1
MTTFd = 85 gadi atbilst ISO&nbsp;13849-1

Sinhronizacijas laiks starp ieejam

neierobezots

Savienojumi - terminali

Izvades veids

Atsperu spailes, nonemams spailu bloks 1 x 0,2...1 x 2,5 mm? elastigs bez kabela
gala 13-14, 23-24, 33-34

Atsperu spailes, nonemams spailu bloks 1 x 0,2...1 x 2,5 mm? ciets bez kabela
gala 13-14, 23-24, 33-34

Atsperu spailes, nonemams spailu bloks 1 x 0,25...1 x 2,5 mm? elastigs ar kabela
galu, ar rami 13-14, 23-24, 33-34

Atsperu spailes, nonemams spailu bloks 1 x 0,25...1 x 2,5 mm? elastigs ar kabela
galu, bez ramja 13-14, 23-24, 33-34

Atsperu spailes, nonemams spailu bloks 2 x 0,5...2 x 1,5 mm? elastigs ar kabela
galu, ar dubultu rami 13-14, 23-24, 33-34

Atsperu spailes, nonemams spailu bloks 1 x 0,14...1 x 1,5 mm? elastigs bez
kabela gala citi terminali

Atsperu spailes, nonemams spailu bloks 1 x 0,14...1 x 1,5 mm? ciets bez kabela
gala citi terminali

Atsperu spailes, nonemams spailu bloks 1 x 0,25...1 x 0,5 mm? elastigs ar kabela
galu, ar rami citi terminali

Atsperu spailes, nonemams spailu bloks 1 x 0,25...1 x 1,5 mm? elastigs ar kabela
galu, bez ramja citi terminali

reliability of these products for specific user applications.

Releja momentana atvérsana , 3 NE , potenciali brivs

DroSibas kézu skaits

3 NE prieks releja momentana atvérsana

Maksimalais parslégSanas spriegums

[Us] nominalais baroSanas spriegums

230 V izmanto$anas kategorija AC-15pie 50 Hz ( releja momentana atvérSana)
24V izmantoSanas kategorija DC-13 ( releja momentana atvérSana)

24V -15..20 % DC

Energijas patérins W 0,2 Wpie 5V DC

3,6 Wpie 24V DC
levades aizsardzibas veids lekéjais, elektroniskais
[Uc] vadibas kédes spriegums 24&nbsp;V DC

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability
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Maksimalais kabela attalums starp iericém

30m

Parravuma spéja

360 VA turésana AC-15 B300 releja izeja
3600 VA iebrukums AC-15 B300 releja izeja

Parravuma spé€ja

4 A 24 V 50 ms DC-13 releja izeja

Izejas termiska strava

6 A uz releju prieks releja izeja

[Ith] parasta briva gaisa termiska strava

Saisfita droSinataja nominals

18 A

4 A gG vai gL prieks releja izeja atbilst IEC 60947-5-1
6 A atrs trieciens prieks releja izeja atbilst IEC 60947-5-1

Minimala izejas strava

10 mA prieks releja izeja

Izejas spriegums

10&nbsp;V releja izeja

Maksimalais reakcijas laiks, kad ievade ir atvérta

40 ms

[Ui] nominalais izolacijas spriegums

300 V (piesarnojuma pakape 2) atbilst IEC 60647-5-1

[Uimp] nominalais impulsu izturibas spriegums

4 kV parsprieguma kategorija Ill atbilst IEC 60647-5-1

PaSreizéjais patérind

Vietéja signalizacija

100 mA pie 24 V DC pie aréja padeve

Prieks lietotajs 6 gaismas diodes ( zal$/sarkans)

Elektriskais savienojums

Atsperu terminalis

Standarti

Produkta sertifikacija

ISO&Nbsp;13849-1: 2008. gads
ISO&Nbsp;13849-2: 2012. gads
IEC&Nbsp;62061: 2005. gads
IEC 61508: 2010

IEC 60947-5-1: 2010

IEC 61131-2: 2007. gads

IEC 60204-1: 2005. gads

IEC 60204-1: 2009/A1

IEC 61010-1: 2010

EN 50581: 2012. gads

UL 61010-2-201[RETURN]CSA&nbsp;61010-2-201 (gaida)
[RETURN]JTUV[RETURN]JEAC[RETURN]CSA Haz Loc&nbsp;1.&nbsp;klase,
2.&nbsp;nodala (gaida)[RETURN]JANSI Haz Loc&nbsp;1.&nbsp;klase,
2.&nbsp;nodala (gaida)[RETURN]RCM

Markéjums

CSA

EAC

CE

RCM

UL

TOV
EFUP&nbsp;10

Elektromagnétiska saderiba

Elektrostatiskas izlades imunitates tests - testa imenis: 8 kV ( gaisa izplude)
atbilst IEC 61000-4-2

Elektrostatiskas izlades imunitates tests - testa imenis: 6 kV ( kontakta izlade)
atbilst IEC 61000-4-2

Jutiba pret elektromagnétiskajiem laukiem - testa limenis: 10 V/m ( 80 MHz lidz 1
GHz) atbilst IEC 61000-4-3

Jutiba pret elektromagnétiskajiem laukiem - testa limenis: 3 V/m

( 1,4&nbsp;GHz...2&nbsp;GHz) atbilst IEC 61000-4-3

Jutiba pret elektromagnétiskajiem laukiem - testa limenis: 1 V/m ( 2 GHz...3 GHz)
atbilst IEC 61000-4-3

Magnétiskais lauks jaudas frekvencé - testa limenis: 30 A/m ( 50...60 Hz) atbilst
IEC 61000-4-8

Elektriskas atras parejas/parspragsanas imunitates tests - testa imenis: 3 kV

( elektroparvades linijas (DC)) atbilst IEC 61000-4-4

Elektriskas atras parejas/parspragsanas imunitates tests - testa limenis: 2 kV ( I/
O) atbilst IEC 61000-4-4

1,2/50 ps triecienvilnu imunitates tests - testa limenis: 1 kV ( elektroparvades
linijas (DC)) atbilst IEC 61000-4-5

Radija RF traucéjumus - testa limenis: 10&nbsp;V ( 0,15...80 MHz) atbilst IEC
61000-4-6

Izstarota emisija - testa limenis: 40 dBuV/m A klase ( 24&nbsp;V) atbilst IEC
55011

Izstarota emisija - testa limenis: 47 dBuV/m A klase ( 24&nbsp;V) atbilst IEC
55011

Montazas atbalsts

Cilindru tips TH35-7.5 dzelzcel$ atbilst IEC&nbsp;60715
Cilindru tips TH35-15 dzelzce|$ atbilst IEC&nbsp;60715
Sienas stiprinajums, izmantojot pievienotos stiprinajumus

Augstums 94 mm
Dzilums 73 mm
Platums 43,7 mm
Neto svars 0,19 kg




Vide

Standarti

Izturiba pret elektrostatisko izladi

IEC 60947-1

IEC 60204-1
ISO&Nbsp; 13850
EN 1088/ISO 14119
IEC 60947-5-1

8 KV gaisa atbilst IEC 61000-4-2
6 kV kontakta atbilst IEC 61000-4-2

Izturiba pret elektromagnétiskajiem laukiem

10 V/IM 80 MHz...1 GHz atbilst IEC 61000-4-3
3 VIM 1,4&nbsp;GHz...2&nbsp;GHz atbilst IEC 61000-4-3
1 V/m 2 GHz...3 GHz atbilst IEC 61000-4-3

Izturiba pret magnétiskajiem laukiem

30 A/m 50/60 Hz atbilst IEC 61000-4-8

Izturiba pret atram parejam

3 KV priek$ elektroparvades linijas (DC) ( DC) atbilst IEC 61000-4-4
2 kV prieks 1/O Tinijas atbilst IEC 61000-4-4

Parsprieguma izturiba

1 KV elektroparvades linijas (DC) diferencialais rezims atbilst IEC 61000-4-5 DC
1 kV elektroparvades linijas (DC) kopigs rezims atbilst IEC 61000-4-5 DC

Izturiba pret vaditiem traucéjumiem

10 V 0,15...80 MHz atbilst IEC 61000-4-6

Elektromagnétiska emisija

Apkartéja gaisa temperatura darbibai

Izstarotas emisijas - testa limenis: 50 dBuV/m A klase ( 24 V DC) pie 30...230 Hz
atbilst IEC 61131-3

Izstarotas emisijas - testa limenis: 57 dBuV/m A klase ( 24 V DC) pie 230...

1000 Hz atbilst IEC 61131-3

-10...55 °C horizontala uzstadi$ana

Apkartéja gaisa temperatira uzglabasanai

-25...70 °C

Relafivais mitrums

IP aizsardzibas pakape

10...95 % , bez kondensata ( darbiba)
10...95 % , bez kondensata ( noliktava)

IP20 ( terminali) atbilst IEC 60529

Piesarnojuma pakape 2
Darbibas augstums 0...2000 m
Uzglabasanas augstums 0...3000 m

Vibracijas pretestiba

+/- 3,5 mm (f= 5...150 Hz) atbilst IEC 60068-2-6

Triecienizturiba

15 gn priek$ 11 ms atbilst IEC 60068-2-27

Mehaniska izturiba

lepakosanas vienibas

Izcilniem 6 ms 300 triecieni ( 25 gn) atbilst IEC 60068-2-27

Pirma iepakojuma vienibas tips PCE
Vienibu skaits 1. iepakojuma 1

1. iepakojuma augstums 7,500 cm
1. iepakojuma platums 10,600 cm
1. iepakojuma garums 12,500 cm
1. iepakojuma svars 269,000 g
Otra iepakojuma vienibas tips S03
Vienibu skaits 2. iepakojuma 18

2. iepakojuma augstums 30,000 cm
2. iepakojuma platums 30,000 cm
2. iepakojuma garums 40,000 cm
2. iepakojuma svars 4,600 kg

Piedavajiet ilgtspéju

ligtspéjigs piedavajuma statuss
REAChH regula

Green Premium izstradajums

i

ES RoHS direktiva

Proakfiva atbilstiba (uz izstradajumu neattiecas ES RoHS juridiskas saistibas)

Mercury free Yes
RoHS exemption information i2
Kinas RoHS regula 17
Vides informéacijas publiskoSana 2



https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1403010EN

Cirkularitates profils 7

WEEE Eiropas Savienibas tirgl no $i produkta ir jaatbrivojas, ievérojot noteiktu atkritumu
savakS$anas kartibu, un produkts nedrikst nonakt sadzives atkritumu tvertnés.
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