Produkta datu lapa

Specifikacijas

Servomotori BCH, Lexium 28,
130mm, 600W, 6,63kg.cm?, ar ellas
blivejumu, gluds, taisns savienojums

BCH2MMO0612CA6C

Galvena
Produktu klasts Lexium 28
Diapazona saderiba Lexium 28
Produkta vai sastavdalas veids Servo motors
lerices Tsais nosaukums BCH2
Papildinoss
Maksimalais mehaniskais atrums 3000 apgr./min
[Us] nominalais baroSanas 220V
spriegums 110 V
Tikla fazu skaits Tris fazes

Vienfaze

Nepartraukta apstasanas strava 3,77 A

Nepartraukts apstasanas griezes 5,73 Nm prieks LXM28pie 4,5 A, 220 V , vienfaze
moments 5,73 Nm prieks LXM28pie 4,5 A , 220 V , tris fazes
5,73 Nm priek§ LXM28pie 9 A, 110 V , vienfaze

Nepartraukta jauda 600 W

Maksimalais apstasanas griezes 17,19 Nm priek$ LXM28...pie 4,5 A, 220 V , vienfaze
moments 17,19 Nm priek§ LXM28...pie 4,5 A, 220 V , tris fazes
17,19 Nm prieks LXM28...pie 9 A, 110 V , vienfaze

Nominala izejas jauda 600 W prieks LXM28...pie 4,5 A, 220 V , vienfaze
600 W priekS LXM28...pie 4,5 A, 220 V , tris fazes
600 W prieks LXM28...pie 9 A, 110 V, vienfaze

Nominalais griezes moments 5,73 Nm priek§ LXM28...pie 4,5 A, 220 V , vienfaze
5,73 Nm priek§ LXM28...pie 4,5 A, 220 V , tris fazes
5,73 Nm priek§ LXM28...pie 9 A, 110 V, vienfaze

Nominalais atrums 1000 apgr./min priek§ LXM28...pie 4,5 A, 220 V, vienfaze
1000 apgr./min priek§ LXM28...pie 4,5 A, 220 V , tris fazes
1000 apgr./min priek§ LXM28...pie 9 A, 110 V, vienfaze

Maksimala strava Irms 13,44 A priekS LXM28...pie 0,6 kW , 220 V
13,44 A priek$ LXM28...pie 0,6 kW , 110 V

Maksimala pastaviga strava 41A

Produktu saderiba LXM28... servo piedzinapie 0,6 kW , 220 V , vienfaze
LXM28... servo piedzinapie 0,6 kW , 220 V , tris fazes
LXM28... servo piedzinapie 0,6 kW , 110 V , vienfaze

Ir sasniegts maksimalais salidzinamo produktu skaits. Lidzu, atveriet sadalu Salidzinat produktus #SAITE# un izdzésiet kadu produktu, lai turpinatu.

Varpstas gals Gluda varpsta
Varpstas diametrs 22 mm
Varpstas garums 45 mm
Atsauksmes veids 20 bitu viena pagrieziena absolitais kodétajs
TuréSanas bremze Bez
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Montazas atbalsts

Azijas standarta atloka

Motora atloka izmers

130 mm

Elektribas pieslegums

savienotajs MIL

Griezes momenta konstante

1,52 Nm/Apie 20 °C

Muguras emf konstante 92 V/krpmpie 20 °C
Motora polu skaits 5,0
Rotora inerce 6,63 kg.cm?

Statora pretestiba

1,93 Ohmpie 20 °C

Statora induktivitate

23,91 mHpie 20 °C

Statora elektriska laika konstante

12,9 mspie 20 °C

Maksimalais radialais spéks Fr

670 Npie 1000 apgr./min

Maksimalais aksialais speks Fa

200N

Bremzu ievilkSanas jauda

19,7W

DzesésSanas veids

Dabiska konvekcija

Garums 147 mm
Motora skurstenu skaits 1
Centrésanas apkakles diametrs 110 mm
Centrésanas apkakles dzilums 8 mm
Montazas caurumu skaits 4
Montazas caurumu diametrs 9,2 mm
Montazas caurumu apla diametrs 145 mm
Attaluma varpstas plecs-atloks 8 mm
Neto svars 7 kg
Izméru atsauce BCH2
Tikla fazu skaits 1
Precizitates kluda [lenkiskais] 0,044 °
Temperaturas vara karsta 135°C
Temperattiras magnéts karsts 100 °C
Temperaturas magnéts rt 20 °C

Inerce

Vide

0,0 kg.cm? bremzes
6,62 kg.cm? motora

IP aizsardzibas pakape

IP50 IM V3
IP65 IM B5, IM V1

Apkartéja gaisa temperatira
darbibai

-20...40°C

lepakosanas vienibas

Pirma iepakojuma vienibas tips PCE
Vienibu skaits 1. iepakojuma 1

1. iepakojuma augstums 18,1 cm
1. iepakojuma platums 23,0cm

Schneider

Electric
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1. iepakojuma garums 36,0 cm

1. iepakojuma svars 8,07 kg

Liguma garantija

Garantija (ménesos) 18
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Y .
'. Environmental Data

Schneider Electric mérkis ir ldz 2050. gadam sasniegt nulles emisiju statusu, izmantojot piegades kédes partneribu, zemakas ietekmes

materialus un cirkularitati, izmantojot masu pasreizéjo kampanu "Use Better, Use Longer, Use Again”, lai pagarinatu produktu

kalpoSanas laiku un to parstradajamibu.

Environmental Data skaidrojums >
K& més novértéjam produktu ilgtspéju >
7 letekme uz vidi

Kopéja dzives cikla oglekla péda
Razo$anas posma oglekla pédas nospiedums [A1-A3]
IzplatiSanas posma oglekla pédas nospiedums [A4]
Uzstadisanas posma oglekla pédas nospiedums [A5]
LietoSanas posma oglekla pédas nospiedums [B2, B3, B4, B6]
Dzives cikla beigu posma oglekla pédas nospiedums [C1-C4]

Vides informacijas publisko$ana

Use Better

3323 kg CO2 eq.

46 kg CO2 eq.

1 kg CO2 eq.

0.1 kg CO2 eq.

3275 kg CO2 eq.

0.9 kg CO2 eq.

Produkta ietekme uz vidi

< Materiali un iepakojums
lepakojums izgatavots no parstradata kartona
lepakojums bez plastmasas
ES RoHS direktiva

REACh regula

Use Again

Atbilst

Nesatur loti bistamas vielas virs moteiktas normas

© Parsaino$ana un atkartota razo$ana
Cirkularitates profils

AtgrieSana

Informacija par ekspluatacijas izbeigSanu

Ja

4 Schneider
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https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1504002EN
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1504002EN
https://download.se.com/files?p_Doc_Ref=BCH2MM0612CA6C_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=BCH2MM0612CA6C_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=BCH2MM0612CA6C_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=BCH2MM0612CA6C_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1504002EN
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1504002EN
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Dimensions Drawings

Dimensions

Dimensions of Motor
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Produkta datu lapa BCH2MMO0612CA6C

Performance Curves

Torque/Speed Curves with 230 V Single/Three Phase Supply Voltage

Servo Motor with LXM28AUQ2eee Servo Drive
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