Produkta datu lapa

Specifikacijas

Galvena

3-fazu pakapju motori - 1,70 Nm -
varpsta A"8mm - L=79 mm - bez
bremzém - termbox

BRS368H130ABA

Diapazona saderiba

Lexium SD3

Produkta vai sastavdalas veids

Kustibas kontroles motors

lerices 1sais nosaukums

BRS3

Maksimalais mehaniskais atrums

3000 apgr./min

Motora tips 3 fazu pakapju motors
Motora polu skaits 6
BaroSanas sprieguma 34V DC
ierobezojumi 48V DC
Montazas atbalsts Atloku
Motora atloka izmérs 57,2 mm
Garums 116 mm
CentréeSanas apkakles diametrs 38 mm
Papildinoss

Centrésanas apkakles dzilums 1,6 mm
Montazas caurumu skaits 4

Montazas caurumu diametrs 5,2 mm
Montazas caurumu apla diametrs 66,6 mm
elektriskais savienojums Spailu karba
TuréSanas bremze Bez

Varpstas gals

Gluda varpsta

Otra varpsta

Bez otra varpstas gala

Varpstas diametrs 8 mm
Varpstas garums 21 mm
Nominalais griezes moments 1,5 Nm
Noturésanas griezes moments 1,7 Nm
Rotora inerce 0,38 kg.cm?

1zSkirtspéja

1,8°09°0,72°0,36° 0,18 °, 0,09 °, 0,072 °, 0,036 ° sola lenkis
200, 400, 500, 1000, 2000, 4000, 5000, 10 000 soli pilno solu skaits viena
apgrieziena

Precizitates kluda

+/- 6 loka min

Maksimala palaiSanas frekvence

6 kHz

[In] nominala strava
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Schneider

Electric

Ir sasniegts maksimalais salidzinamo produktu skaits. Lidzu, atveriet sadalu Salidzinat produktus #SAITE# un izdzésiet kadu produktu, lai turpinatu.



Pretestiba

0,7 Ohm ( tinumu)

Laika konstante

4,6 ms

Maksimalais radialais speks Fr

25 N ( otrais varpstas gals)
50 N ( pirmais varpstas gals)

Maksimalais aksialais spéeks Fa

100 N ( stiepes spéks)
8,4 N ( spéka spiediens)

KalpoS$anas laiks stundas

20000 h ( gultnis)

Lenkiskais paatrinajums

200000 rad/s?

Neto svars 2kg

Vide

Standarti IEC 60072-1
IEC 50347

DzesésSanas veids

Dabiska konvekcija

Apkarteja gaisa temperatira
darbibai

-25...40 °C

Apkarteja gaisa temperatira
uzglabasanai

-25...70 °C

Darbibas augstums

<= 1000 m bez jaudas samazinasanas

Relativais mitrums

15...85 % bez kondensata

Vibracijas pretestiba

20 m/s? maksimums
A atbilst IEC 60034-14

IP aizsardzibas pakape

IP56 kopa, iznemot varpstas bukse : atbilst IEC 60034-5
IP41 varpstas bukse bez varpstas blivgredzena : atbilst IEC 60034-5

Temperatiras klase

F tinumu atbilst IEC 60034-1

lepakosanas vienibas

Pirma iepakojuma vienibas tips PCE
Vienibu skaits 1. iepakojuma 1

1. iepakojuma augstums 10,600 cm
1. iepakojuma platums 16,800 cm
1. iepakojuma garums 24,600 cm
1. iepakojuma svars 1,523 kg
Otra iepakojuma vienibas tips P06
Vienibu skaits 2. iepakojuma 36

2. iepakojuma augstums 75,000 cm
2. iepakojuma platums 60,000 cm
2. iepakojuma garums 80,000 cm
2. iepakojuma svars 55,728 kg
Liguma garantija

Garantija (ménesos) 18

Schneider

Electric
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Y .
'. Environmental Data

Schneider Electric mérkis ir ldz 2050. gadam sasniegt nulles emisiju statusu, izmantojot piegades kédes partneribu, zemakas ietekmes

materialus un cirkularitati, izmantojot masu pasreizéjo kampanu "Use Better, Use Longer, Use Again”, lai pagarinatu produktu

kalpoSanas laiku un to parstradajamibu.

Environmental Data skaidrojums >
K& més novértéjam produktu ilgtspéju >
7 letekme uz vidi
Kopéja dzives cikla oglekla péda
Razo$anas posma oglekla pédas nospiedums [A1-A3]
IzplatiSanas posma oglekla pédas nospiedums [A4]
Uzstadisanas posma oglekla pédas nospiedums [A5]

LietoSanas posma oglekla pédas nospiedums [B2, B3, B4, B6]

623 kg CO2 eq.

52 kg CO2 eq.

0.8 kg CO2 eq.

0.9 kg CO2 eq.

567 kg CO2 eq.

Dzives cikla beigu posma oglekla pédas nospiedums [C1-C4] 2 kg CO2 eq.
Use Better
< Materiali un iepakojums
lepakojums izgatavots no parstradata kartona Ja
lepakojums bez plastmasas Ne

ES RoHS direktiva

REACh regula

Atbilst, 1zmantojot Iznémumu

Atsauce satur vielas virs noteiktas normas, kas rada loti
lielas bazas

Bez PVC Ja
Use Again
© Parsaino$ana un atkartota razos$ana

Parstradajamibas potencials, % 93

Cirkularitates profils

Atgrie$ana

WEEE markéjums
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Schneider

Electric

Nav javeic 1pasas darbibas, lai nodotu otrreizéjai parstradei

Ja

Eiropas Savienibas tirg no §1 produkta ir jaatbrivojas,
ievérojot noteiktu atkritumu savaksanas kartibu, un
produkts nedrikst nonakt sadzives atkritumu tvertnés.
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Produkta datu lapa BRS368H130ABA

Dimensions Drawings

Dimensions

3-Phase Stepper Motor in Terminal Box Version
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1: Cable gland M20 x 1.5 for cable @ 9 ... 133 mm/0.35 ... 0.51 in.

Dimensions in mm
L Shaft diameter W

79105 |8+0.013

Dimensions in in.
L Shaft diameter W

3.11+£0.020 |0.31 £0.00051

4 Schneider

Electric
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Produkta datu lapa BRS368H130ABA

Performance Curves

Torque Characteristics

Measurement at 1000 Steps/Revolution, Nominal Voltage DC Bus U and Phase Current I

M:  Torquein Nm

n: Speedinrpm

f:  Frequency in kHz

J: Rotorinertia in kg.cm2
1: Pull-out torque

2:  Pull-in torque

3: Maximum load inertia
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