Produkta datu lapa

Specifikacijas

Jaudas slédza ramis, MasterPact
MTZ1 16H1, fiksatori MicroLogic X,
1600A, 42kA/415V AC (Icu), 3P

Galvena

LV847150

Diapazons

MasterPacT

Produkta nosaukums

MasterPact MTZ1

lerices 1sais nosaukums

MTZ1 16 H1

Produkta vai sastavdalas veids

Kédes partraucéjs

lerices lietojumprogramma

Stravas sadales aizsardziba

Polu apraksts

3P

Vadibas bloks

bez vadibas bloks

Produktu saderiba

vadibas bloks MicroLogic 2.0 X
vadibas bloks MicroLogic 5.0 X
vadibas bloks MicroLogic 6.0 X
vadibas bloks MicroLogic 7.0 X
vadibas bloks MicroLogic 2.0 Xi
vadibas bloks MicroLogic 5.0 Xi
vadibas bloks MicroLogic 6.0 Xi
vadibas bloks MicroLogic 7.0 Xi

[In] nominala strava

1600 A pie 40 °C

Izpildes veids

H142kA 415V AC

[Ue] nominalais darba spriegums

690 V AC 50/60 Hz

Piemérotiba izolacijai

ja atbilst EN/IEC 60947-2

Selektivitates kategorija Kategorija
Kontroles veids Spiedpoga
Montazas rezims Fikséts

Papildinoss

[lcu] nominala maksimala
Issavienojuma partraukuma jauda

42 kA pie 220/415 V AC 50/60 Hz
42 kA pie 440 V AC 50/60 Hz

42 kA pie 500/525 V AC 50/60 Hz
42 kA pie 660/690 V AC 50/60 Hz

[lcs] nominala pakalpojuma
partraukuma jauda

42 kA pie 220/415 V AC 50/60 Hz
42 kA pie 440 V AC 50/60 Hz

42 kA pie 500/525 V AC 50/60 Hz
42 kA pie 660/690 V AC 50/60 Hz

[lcw] nominala 1stermina izturibas
strava

42kA05s
42kA1s
24kA3s

[lcm] nominala issavienojumu
veidosanas jauda
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88 kA 220/415 V AC pie 50/60 Hz
88 kA 440 V AC pie 50/60 Hz

88 kA 500/525 V AC pie 50/60 Hz
88 kA 660/690 V AC pie 50/60 Hz

Schneider

Electric

Ir sasniegts maksimalais salidzinamo produktu skaits. Lidzu, atveriet sadalu Salidzinat produktus #SAITE# un izdzésiet kadu produktu, lai turpinatu.



Sensora vértéejums

800 A

1000 A
1250 A
1600 A

[Ui] nominalais izolacijas
spriegums

1000 V AC 50/60 Hz

[Uimp] nominalais impulsu 12 kV
izturibas spriegums

Jaudas izkliede W 220 W
Maksimalais parravuma laiks 25 ms
Maksimalais aizvér$anas 50 ms
reakcijas laiks

Montazas atbalsts Sliedes

Pamatplaksne

Apgrieztais savienojums Prieksa
Aizmugure

Negativs savienojums Prieksa
Aizmugure

Savienojuma solis 70 mm

Mehaniska izturiba

12500 cikli ar periodisku profilaktisko apkopi

Elektriska izturiba

3000 cikli 690 V AC 50/60 Hz atbilst EN/IEC 60947-2

6000 cikli 440 V AC 50/60 Hz atbilst EN/IEC 60947-2

AC-23A : 3000 cikli 690 V AC 50/60 Hz atbilst EN/IEC 60947-3
AC-23A : 6000 cikli 440 V AC 50/60 Hz atbilst EN/IEC 60947-3
AC-3 : 6000 cikli 440 V AC 50/60 Hz atbilst EN/IEC 60947-3

Augstums 301 mm
Platums 276 mm
Dzilums 209 mm

Neto svars 14 kg
Standarti EN/IEC 60947-1

EN/IEC 60947-2
EN/IEC 60947-2 H pielikums
IEC 61557-12

Produkta sertifikacija

Vide

CE
IECEE CB shéma

IP aizsardzibas pakape

IP30 atbilst EN 60529

Piesarnojuma pakape

3 atbilst IEC 60947-1

Apkarteja gaisa temperatira
darbibai

-25...70 °C

Apkarteja gaisa temperatura
uzglabasanai

-40...85°C

Darbibas augstums

0...2000 m bez pazeminasanas
2000...5000 m ar pazeminasanu

lepakosanas vienibas

Pirma iepakojuma vienibas tips PCE
Vienibu skaits 1. iepakojuma 1

1. iepakojuma augstums 25,0 cm
1. iepakojuma platums 40,0 cm
1. iepakojuma garums 40,0 cm
1. iepakojuma svars 21,505 kg

Schneider

Electric
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Liguma garantija

Garantija (ménesos) 18
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Y .
'. Environmental Data

Schneider Electric mérkis ir ldz 2050. gadam sasniegt nulles emisiju statusu, izmantojot piegades kédes partneribu, zemakas ietekmes
materialus un cirkularitati, izmantojot masu pasreizéjo kampanu "Use Better, Use Longer, Use Again”, lai pagarinatu produktu
kalpoSanas laiku un to parstradajamibu.

Environmental Data skaidrojums >

Ka més novértgjam produktu ilgtspéju >

7 letekme uz vidi

Kopéja dzives cikla oglekla péda 1436 kg CO2 eq.

RaZosanas posma oglekla pédas nospiedums [A1-A3] 160 kg CO2 eq.

IzplatiSanas posma oglekla pédas nospiedums [A4] 4 kg CO2 eq.

Uzstadisanas posma oglekla pédas nospiedums [A5] 16 kg CO2 eq.

LietoSanas posma oglekla pédas nospiedums [B2, B3, B4, B6] 1211 kg CO2 eq.

Dzlves cikla beigu posma oglekla pédas nospiedums [C1-C4] 45 kg CO2 eq.

Vides informacijas publisko$ana Produkta ietekme uz vidi
Use Better

< Materiali un iepakojums
lepakojums izgatavots no parstradata kartona Ja

N&, més esam lidz minimumam samazinajusi plastmasas
lepakojums bez plastmasas izmantos$anu iepakojuma, ievérojot noteikumus un ievérojot
kvalitates un drosibas standartus

SCIP numurs 44ce05ea-25€9-435c-886d-b1162ae4666b

ES RoHS direktiva Atbilst, Izmantojot Iznémumu

REACh regula Atsauce satur vielas virs noteiktas normas, kas rada loti

lielas bazas
Halogénus nesatuross status Produkts satur halogénus virs sliek$niem
Bez PVC Ne
Bez silikona Né
Use Again
O Parsainos$ana un atkartota razo$ana
Parstradajamibas potencials, % 73
Cirkularitates profils Informacija par ekspluatacijas izbeigSanu
Atgriesana Ja

Eiropas Savienibas tirg no §1 produkta ir jaatbrivojas,
ieverojot noteiktu atkritumu savaksanas kartibu, un
produkts nedrikst nonakt sadzives atkritumu tvertnés.

WEEE markéjums

134
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